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STONE RIPRAP CL A3

CURB & GUTTER

AS SPECIFIED
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SECTION B-B

RIP RAP AT FLARED END SECTION

WIDTH (MAX.)
FOR PAYMENT

9 + 0D + 9, WHEN TRENCH ¢ 5‘
18” + 0D + 18", WHEN TRENCH > 5’

/*PROPOSED SUBGRADE

<
X

KL

TOPSOIL AND/OR ORIGINALLY
EXCAVATED MATERIAL

—1

TRENCH BACKFILL CA-T
COMPACTED (20800150)

TRENCH BACKFILL
VARIES
MEASURED FOR
PAYMENT

HAUNCHING CA-7

AREAS ONLY

18"

}APPLIES TO UNDERCUT

ADDITIONAL BEDDING CA-T

IN UNDERCUT AREAS
TO BE PAID FOR AS
TRENCH BACKFILL

PROPOSED TRENCH - PVC CULVERT PIPE - PERFORATED DETAIL

SEE PLANS FOR UNDERDRAIN LOCATIONS

A

29 = I TAMPED INTO PLACE
< Z - w

gE (INCIDENTAL)
Q
goas
g83ge s MECHANICALLY COMPACTED BEDDING
[TES z ) CA-T (INCIDENTAL)

B 4.42
TS Y
— TRANSITION - B
< \ T0 07 LA A
PROPOSED
PROPOSED  |» >
) SONCRETE ACGREGATE
ET a
SHOUCDER - N

GUTTER OUTLET FOR B6.12 CURB AND GUTTER

TRENCH SECTION - STORM SEWER
SYCAMORE, (LLINOIS

FINISHED GRADE*?

WITH EXCAVATED
MATERIAL N UNPAVED.
EARTH. BACK FILL AS, N PAVED AREAS,

COMPACTED BY | =
TAMPING TO HERE

TAMPED. EARTH
BACKFILL

1 AGGREGATE (CA=7) 4°
ELOW BARREL OF PIPE T0-
SPRING LINE OF FIPE

BARREL OF FIPE
EXCAVATE FOR-BELL

CRUSHER RUN STONE AS
APFROVED BY. CITY ENGINEER
SHALL BE PROVIOED

ALL STORM SEWER PIPE SHALL BE REINFORCED CONCRETE PIPE, MIN. CLASS
11 ¥TH BITUMINOUS MASTIC JOINTS OR D~RING JOINTS, O-RING JOINTS WAL
BE RECUIRED WHERE THE STORM SEWER IS CONSTRUCTED WITHIN 10 FEET OF
AN EXISTING OR PROPOSED BULDING WITH A BASEMENT OR OTHER USABLE
SPACE BELOW GRADE:

TO BE PAID AS LINEAL FEET OF THE CURB SPECIFIED

WIDTH (MAX.)
FOR PAYMENT

9” + 0D + 9, WHEN TRENCH < 5’
18" + OD + 18", WHEN TRENCH > 5’

— PROPOSED SUBGRADE
N
KRR

%
BN

TRENCH BACKFILL CA-6 OR CA-T
COMPACTED (20800150)

TRENCH BACKFILL
VARIES
MEASURED FOR
PAYMENT

j B HAUNCHING FA-6, CA-6 OR CA-T
o2, — TAMPED INTO PLACE
&l & (INCIDENTAL)
2gEk
=z
558e . MECHANICALLY COMPACTED BEDDING
& xE / v FA-6, CA-6 OR CA-T (INCIDENTAL)

|

PROPOSED PERFORATED
PIPE UNDERDRAIN
4" W/ SOCK

ADDITIONAL BEDDING CA-7
IN UNDERCUT AREAS

TO BE PAID FOR AS
TRENCH BACKFILL

18"

AREAS ONLY

v}APPLIES TO UNDERCUT

TRENCH BACKFILL REQUIRED IN PAVED AREAS ONLY
1. NO TRENCHBACKFILL WILL BE COMPUTED FOR THE PIPE
UNDERDRAIN THAT IS IN THE SAME TRENCH AS THE
CULVERT/STORM SEWER PIPE.

PROPOSED TRENCH - CULVERT PIPE WITH UNDERDRAIN DETAIL
SEE PLANS FOR UNDERDRAIN LOCATIONS

WIDTH VARIES _ 9 + 0D + §“, WHEN TRENCH < 5’

18" + 0D + 18", WHEN TRENCH > 5’
fPROPOSED SUBGRADE

LR

I PROPOSED
TRENCH BACKFILL
CA-6 OR CA-7

VARIES

—EXISTING CULVERT
TO BE REMOVED

TRENCH BACKFILL - EXISTING CULVERT REMGOVAL
TRENCH BACKFILL REQUIRED IN PAVED AREAS ONLY.
IN NON PAVED AREAS CONTRACTOR MAY REPLACE
WITH ORIGINALLY EXCAVATED MATERIALS.

IN PAVED AREAS

ﬁ% WILLS BURKE KELSEY ASSOCIATES LTD.

'WBK 116 West Main Street, Suite 201

St. Charles, linois 60174

2 %, (630)443.7755

USER NAME = $USER$ DESIGNED -  KMA REVISED -

DRAWN - NDP REVISED -
PLOT SCALE = NONE CHECKED -  SBP REVISED -
PLOT DATE = 10/28/2089 DATE - 10/1/09 REVISED -

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

b TOTAL | SHEET
DETAILS RTE, SECTION COUNTY  [sHEETS| ~NO.
GENERAL CONSTRUCTION 5369 09-00068-00-FP DEKALB 54 33

CONTRACT NO.8T7406

SCALE: NONE
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